12.00

—— ]
=

SERVO-MOTORS

POWER INTAKE - TYPICAL SECTION

(1:200)

76%00 ‘ o ‘
762.50 MAX.O.L = ‘ T I —
— \\ ‘ ‘ STOPLOGS
760.00 N.OL N ‘ =
=2 \
2 |
S
<
5 |
-
‘ N
w
5 ‘ i INTAKE GATE
& ‘ 2.50X2.50
INTAKE ‘ ‘ N | POWER HOUSE
\ CONVENTIONAL
‘ ‘ . 08 CONCRETE T H
748.00 MIN.O.L \_l 4
| I | N S
N L
m T4
TRASH RACK H %\ I ‘
rpria iy 350 7.50
e T
{ 74200 [ | ‘
G.S.739.00 ‘ ﬁ G.S.739.00
A 4 v

GROUT CURTAIN _/ l

|
|

/

47.00

PENSTOCK

730.00 NORMAL TAIL WATER LEVEL
v

725.00 DISTRIBUTOR
V.

729.00

SCALE: 1200
0.00 4.00 8.00 12.00 m
09.10.2009
, dar al-handasah Il LOMBARDI
’I‘ B e ENGINEERING LIMITED

BAKIN KOGI DAM AND HPP

PRELIMINARY DESIGN

RCC ALTERNATIVE - POWER INTAKE
TYPICAL SECTION

Date: Draw. Chec App. Modifications.

[ 10.09.2009 ‘ TRS-MS ‘ vB ‘ la ‘ A1 (84 x 59.4) ‘ 1:200 ]
L Date: ‘ Draw. ‘ Chec. ‘ App. ‘ Size: ‘ Scale: )
[ N. comm. Name File 6520.0-P-205 N.Lo.  6520.0-205 ‘ ]




